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AZD081 – Advanced capacitive 
proximity sensing techniques to 
meet FCC SAR regulations in mobile 
device 

 

The use of wireless mobile devices has 
increased rapidly in the last few years, 
with high demands on wireless 
connection performance. The 
regulations for human exposure to 
electromagnetic radiation have become 
a limiting factor in the performance of 
wireless communication. FCC SAR 
regulations dictate reduced output 
power levels in the presence of a human 
body. The effect of reduced power levels 
may lead to a connection interrupt, 
therefore the accurate detection of a 
human body is critical. 

The limitations are explored through the 
use of specific examples where sensors 
are triggered falsely by non-human 
objects, hence limiting the output power 
of the device when that is not required. 
Capacitive sensing techniques are 
proposed to distinguish between human 
and non-human sensor activation. 
Further design criteria for the sensor 
location, sensor performance and 
software detection algorithms are 
discussed. The examples include most 
common triggers, such as mobile device 
covers, glass and metal. The ability of 
the sensor to adapt to the environment 
is a key aspect in accurate sensing 
when in proximity to human and non-
human objects. 

1 Introduction 

The regulations imposed by the FCC 
(Federal Communications Commission) 
define a specific absorption rate (SAR), 
which is a safe measure of the rate at 
which RF signals are absorbed by the 
human body. Designers of wireless mobile 

devices tend to prefer higher output power 
levels for optimal performance of their 
product. By adhering to the FCC SAR 
regulations, output power is reduced in 
cases where it is required, although also 
due to a variety of false triggers. Dropped 
connections and degraded upload 
performance are more likely to occur as a 
result of lowered wireless signal output 
power. The rejection of false triggers is a 
key aspect of optimizing the performance of 
a wireless connection. 

Solutions are required to distinguish 
between relevant activations and false 
activations. Offered in this article are 
techniques dependent on human behaviour 
and human capability. Proposed is the use 
of multiple capacitive sensors with 
advanced adaptive characteristics, 
strategically placed in order to effectively 
solve the problem at hand. 

2 Capacitive sensing 

As opposed to IR solutions, capacitive 
sensing technology is preferred because of 
lower power consumption, the fact that an 
aperture is not essential and that it is not 
sensitive to ambient light conditions. 
Additional advantages include the small 
real estate required for the sensor and the 
low cost of such a solution. 

Capacitive sensing can be done between a 
single electrode and the circuit common 
ground (self-capacitance), or between two 
electrodes (mutual capacitance). Each 
method has its advantages, but because of 
the largely variable parasitic capacitance 
between the circuit common ground and 
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earth in mobile devices, mutual 
capacitance techniques are preferred. 

The sensitivity of capacitive sensors is 
highly adjustable. This allows for a large 
variety of electrode sizes and overlay 
materials. Conductive overlays have a 
degrading effect on the operation of the 
sensors and may cause loss of sensitivity 
or even unstable operation. As with RF 
antennas, capacitor sensors should not be 
covered with a conductive overlay. 

Mobile device covers are commonly used 
and may be regarded as an undetermined 
additional overlay. With capacitive sensing, 
calibration could be critical to the accurate 
triggering of proximity sensors. Detection of 
the cover becomes possibly by pre-fitting 
the cover with a metal strip. This would 
enable an automatic variable calibration for 
accurate sensing, whether or not the cover 
is fitted. Such implementation also allows 
for detecting the changes caused by 
opening and closing a screen cover. 

 

3 Distinguishing between 
human and non-human 
objects 

It is relatively simple to prove that it is 
impossible to distinguish between human 
and non-human triggers by observing 
capacitance in one dimension only. Figure 
1 shows an example where a sensor is 
placed on a human lap and then on an 
earthed metal sheet. The difference in 
capacitive effect is much too small to 
distinguish, especially with the variance in 
proximity and human body characteristics. 

 

Figure 1: Capacitive sensor counts for 
human and non-human interaction 

By placing multiple sensors in a manner 
that would reflect user behavior and 
capability, one is able to distinguish 
between human and non-human proximity 
triggers. For example, as shown in Figure 
2, it would be very unlikely for the user of a 
tablet computer to cover four sensors at the 
same time for a few minutes, keeping in 
mind that FCC regulations dictate a 6-
minute SAR average value. On the other 
hand, it would be easy to trigger all four 
sensors by placing the tablet computer on a 
metal or glass table. On this basis, multiple 
sensors are proposed to solve issues of 
false triggers with proximity sensors. A 
three-sensor solution is also shown in 
Figure 3. Such solution is aimed at a single 
IC sensor implementation using three 
channels. 

 

Figure 2: A mock-up tablet (left) with 
example sensor locations (right) 
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Figure 3: Example sensor placement for 
the use of a three-channel device 

 

4 Capacitive sensor 
capabilities 

A highly configurable device best 
addresses the important issue of 
calibration. With pre-loaded calibration 
data, the sensor could adapt for various 
protective covers and start-up conditions. 
Such conditions include the possibility of 
the user powering up the device while 
holding it. 

 

Figure 4: Powering up the tablet while 
holding it should adhere to the 
regulations 

A safe implementation would initialize the 
sensor with predetermined data that is 
based on the absence of human or object 
proximity. With such a configuration, 
proximity events will lead to the assumption 
of a fitted device cover (all sensors 
activated) or human proximity (only some 
sensors activated). The calibration values 

can be adapted for that which is common to 
all sensors (device covers), and proximity 
can be based on the differences (human 
proximity). 

Capacitive sensors are subject to long-term 
environmental drift and sudden changes in 
environment. Automatic sensor calibration 
algorithms are essential for simple and 
accurate sensing under such conditions. 
These algorithms can be forced to start 
only from the first perceived release 
condition (the human proximity taken 
away). This allows for a safe start-up with 
predetermined values. Detection of the first 
release is made possible by dynamic 
threshold value adjustment and threshold-
crossing direction adjustment. 

SAR regulations could not be met when 
including the effect of human proximity as 
an environmental shift. For this reason it is 
important to know when proximity is 
registered (touch event), but also when it is 
cleared (release event). Hence, a need 
exists for knowing the direction of proximity 
threshold crossing. By adding hysteresis to 
this, the user may vary touch intensity 
without causing releases. Only a proper 
release will clear the touch event. This 
functionality is crucial to applications in 
which long-term constant proximity is mixed 
with the need for long-term environmental 
calibration. 

5 Conclusion 

Capacitive sensors in wireless mobile 
devices offer a cost-effective solution for 
enforcing FCC SAR regulations, with many 
possibilities for improving sensor activation 
accuracy. With the increase in wireless 
network connectivity and popularity of 
various protective covers for devices, 
accurate detection forms part of being 
ready for future and current demands in 
mobile devices. 

Patented proximity sensing technology 
from Azoteq meets all the required sensor 
capabilities mentioned. The automatic 
tuning implementation (ATI) is intelligently 
used to adapt to environmental drift and to 



 

IQ Switch® 

ProxSense® Series 
 

 

 

 

Copyright © Azoteq (Pty) Ltd 2014. AZD081 – Advanced capacitive proximity sensing techniques to meet FCC SAR 
regulations in mobile device 

Page 4 of 5 

All Rights Reserved. Revision 1.0 January 2014 

 

keep the sensor operation at an optimal 
level. DYCAL

TM
 technology from Azoteq 

ensures that touch and release events are 
accurately detected without calibration 
during sensor activation events. With 
DYCAL

TM
, environmental drift is 

continuously compensated for, while re-
calibration is only done after release 
events. 

Azoteq offers a comprehensive product line 
of single- or multi-channel devices using 
various sensing technologies. The IQS253 
is a three-channel sensor that can be 
configured for self- or projected-
capacitance. It offers I

2
C-compatibility for 

run-time configurability along with 
DYCAL

TM
 technology.  

 

Figure 5: The IQS253, sold in two package 
types 

In addition to the IQS253, the IQS128 is a 
standalone solution that is used in many 
tablet computers across the world. The 
IQS128 offers simplicity with direct outputs, 
along with DYCAL

TM
 technology. The 

IQS252 offers a two-channel standalone 
solution using projected-capacitance and 
DYCAL

TM
 technology. 

For further information on Azoteq sensors, 
visit www.azoteq.com. The application 
note, AZD058, contains some test results 
and a discussion of a mock implementation 
of an IQS253 in a tablet computer. 

   

 

  

http://www.azoteq.com/
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Appendix A. Contact Information 

 USA Asia South Africa 

Physical 

Address 

6507 Jester Blvd 
Bldg 5, suite 510G 
Austin 
TX 78750 
USA 
 

Rm1725, Glittery City 

Shennan Rd 

Futian District 

Shenzhen, 518033 

China 

109 Main Street 

Paarl 

7646 

South Africa 

Postal 

Address 

6507 Jester Blvd 
Bldg 5, suite 510G 
Austin  
TX 78750  
USA 

Rm1725, Glittery City 

Shennan Rd 

Futian District 

Shenzhen, 518033 

China 

PO Box 3534 

Paarl 

7620 

South Africa 

    

Tel +1 512 538 1995       +86 755 8303 5294  

ext 808 

+27 21 863 0033       

Fax +1 512 672 8442  +27 21 863 1512 

    

Email kobusm@azoteq.com  linayu@azoteq.com.cn info@azoteq.com  

 

 

Please visit www.azoteq.com for a list of distributors and worldwide representation. 

 
The following patents relate to the device or usage of the device: US 6,249,089 B1, US 6,621,225 B2, US 6,650,066 
B2, US 6,952,084 B2, US 6,984,900 B1, US 7,084,526 B2, US 7,084,531 B2, US 7,265,494 B2, US 7,291,940 B2, 
US 7,329,970 B2, US 7,336,037 B2, US 7,443,101 B2, US 7,466,040 B2, US 7,498,749 B2, US 7,528,508 B2, US 
7,755,219 B2, US 7,772,781, US 7,781,980 B2, US 7,915,765 B2, US 7,994,726 B2, US 8, 035,623 B2, US 
8,288,952 B2, EP 1 120 018 B1, EP 1 206 168 B1, EP 1 308 913 B1, EP 1 530 178 B1, ZL 200880005683.2, ZL 99 
8 14357.X, AUS 761094, HK 104 14100A 
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the accuracy, completeness or reliability of the information contained herein.  All content and information are provided on a “as is” basis only, without any representations or warranties, express 
or implied, of any kind, including representations about the suitability of these products or information for any purpose.  Azoteq disclaims all warranties and conditions with regard to these 
products and information, including but not limited to all implied warranties and conditions of merchantability, fitness for a particular purpose, title and non-infringement of any third party 
intellectual property rights. Azoteq assumes no liability for any damages or injury arising from any use of the information or the product or caused by, without limitation, failure of performance, 
error, omission, interruption, defect, delay in operation or transmission, even if Azoteq has been advised of the possibility of such damages. The applications mentioned herein are used solely 
for the purpose of illustration and Azoteq makes no warranty or representation that such applications will be suitable without further modification, nor recommends the use of its products for 
application that may present a risk to human life due to malfunction or otherwise. Azoteq products are not authorized for use as critical components in life support devices or systems. No 
licenses to patents are granted, implicitly, express or implied, by estoppel or otherwise, under any intellectual property rights.  In the event that any of the abovementioned limitations or 
exclusions does not apply, it is agreed that Azoteq’s total liability for all losses, damages and causes of action (in contract, tort (including without limitation, negligence) or otherwise) will not 
exceed the amount already paid by the customer for the products.  Azoteq reserves the right to alter its products, to make corrections, deletions, modifications, enhancements, improvements 
and other changes to the content and information, its products, programs and services at any time or to move or discontinue any contents, products, programs or services without prior 
notification. For the most up-to-date information and binding Terms and Conditions please refer to www.azoteq.com. 
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